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Here is a 100-character-per-second, 
synchronous tape reader built for peak 
performance and reliability. It is a precision 
instrument designed to accommodate 
the ever-changing needs of business in the 
field of message and data communications, 
and serves as a “dual-duty” mechanism in 

‘a wide number of data handling applications 


COMMUNICATIONS APPLICATIONS 


COMPUTER AND BUSINESS MACHINE APPLICATIONS 
The new set also is a high-speed input device for 
computers and business machines, feeding synchro- 
nized data into these systems instantaneously. 


SHUNS OBSOLESCENCE The CX |s capable of reading 
5, 6, 7, oF B level codes punched in either fully per- 
forated or chadiess tapes, making it an instrument 
that will handle today's requirements, yet allow for 
future refinement of 2 communications system 


RUGGED—ECONOMICAL Expansive downtime for main- 
tenance is almost non-existent in the CX with tradi 
tlonal Teletype heavy-duty components, 


ACCURATE SYNCHRONIZATION To actuate control 
circuits, the CX reader is equipped with @ pulse 
generator Which has a timing cycle that is adjustable 
throughout 960 degrees. This synchronizing pulse 
Controls accurate timing of code intelligence to asso- 


MOTOR UNIT 
Rugged, dependable motor with automatic 
thermal overload protection drives the Cx 


FREEWHEELING POSITION 
Freewheeling position on start-stop lever 
permits manual insertion of tape or tape 
movement without having to lit the tape li. 


TIGHT-TAPE MECHANISM 
Tight-tape mechanism causes the CX to 
cease reading until tape hae slackened, 


ADJUSTABLE TAPE GUIDES 
‘Adjustable tape guides can be positioned 
to accommodate tapos from 11/16 to one 
inch wide. 


TAPE.OUT SWITCH 
Tape-out switch automatically stops reader 
operation at end of tape. 


OPERATING MAGNET (unoersioe) 
Tape feeding can be stopped or started 
instantaneously by quick-acting operating 
magnet, 


MULTILEVEL READING 
Adaltian or removal of tape sensing pins 
and simple adjustment of tape guides 
adapts the CX reader to §, 6, 7, or B level 
‘codes punched in fully perforated or chad. 
Jess tapes, 


bobvooo 


lated equipment. The unit also is equipped with a 
pair of auxiliary contacts for controlling computers, 
butfer storage units, high-speed business machines, 
and other electronic register elements, 


MINIMUM MAINTENANCE Extended lubrication inter- 
vals, precision-machined parts, sturdy nylon drive 
gears and rubber motor mounts permit quieter opera- 
tion and longer unit life. 


COMPACT—LIGHTWEIGHT Compact design and a 
colorful range of cabinet colors make the CX adapta- 
ble to many types of installations and office decors, 
The entire unit weighs anly 12 tbs, and measures 
5 high, 6 inches wide and 11 inches deep, 
Discover how your communications system can 
benefit trom this new tape reader by writing, or calling 
Teletype Corporation at the address listed on pege 
four of this brochure. 


PULSE GENERATOR 
Reader is equipped with » 3¢0-degree 
tor to acourately 
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CODE CONTACTS. 

fe contacts porate integrally 
with the tape sensing pins “read out” in 
formation overs parailel-wire signal path, 


AUXILIARY CONTACTS: 
An entra pair of auxiliary 


which 


ontacts which 
open and ciosa with each revolution of the 
mainshatt can be used to control computers, 
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machines, 


NYLON DRIVE GEARS 


Strang, long wearing nylon drive gears per 
mit smooth, quiet operation and little at 
tenti 


RUBBER MOTOR MOUNTS 
Vibration-absorbent rubber mounts ateach 
end of the motor prolong the life of the unit, 
allow quieter operatic 


HEAT BAFFLE 


A special bat né synchrony. 


THE OTHER HALF 


OF A“PERFECT PAIR" 


For a "matched set" and a more dependable, efficient tape 
system, investigate the advantages of the BRPE tape punch, 
a perfect mate for the CX tape reader. 

This new Teletype tape punch can be used at the receiving 
terminals of message and data communicatio as 
In high-speed, tape-to:tape systems, Data in these systems 
may be transmitted over conventional telephone channels 
‘equipped with external storage and conversion facilities, 

The BRPE fully perforates 5, 6, 7, or 8 level codes, functions 
on @ parallel-wire signal path and is capable of interoperating 
with transistorized or vacuum tube external 

Used as an output device in computer and business machine 
communications, the BRPE’s tape output can be relayed by 
the CX reader at 1000 words per minute. 

A pulse generator, adjustable through 360 degrees, triggers 
external equipment and provides optimum synchronizatior 
intelligence to the BRPE tape punch, 

The set measures 12 inches high, 8 inches wide and 163, 
Inches deep, and weighs 28 Ibs. 


WRITE TODAY FOR DESCRIPTIVE LITERATURE. ADORESS BELOW. 
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Teletype Corporation's Model 28 line of equipment 
has been engineered to serve the evergrowing 
field of message and data communications, It 
fers complete facilities for page printing, tape 
punching and tape reading, The Automatic Send 
Receive Set is a composite unit which combines 
all the above facilities into a complete message 
center requiring less fioor space than an-average 
desk. The Model 28 line is designed for speed, 
versatility and economy, and holds the answer to 
many of your communications problems, Our 
engineers are at your service, of course at no 
obligation to you. Write or call, address below. 


